EM1100 Single Phase
Multi-function Electricity Meter

Class 0.5 revenue accuracy (IEC65032-21, IEC65032-22)

Wide range of current measurement, | max. up to 100A

Low starting current, | start 10 mA

Bi-direction energy measurement, can evaluate the deliver/receive power and the net in(out )
of power measurement

Multi-tariff with TOU (up to 8 tariffs), flexible in the season - holiday and rate type setting
Build-in the IEC1107 communication port, and provide several communication option board
like RS-485 + ZigBee - GPRS + PLC

Supporting one button group meter reading with handheld device through RF (ZigBee).
Configurable block or rolling demand

Provide several function of anti-temper, includes lllegal Access - Abnormal Magnetic Field -
Bypass line + Zero missing.

Wide range of operation temperature -30~70°C
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Communication option board

TOU

Tamper detection

Program software

Dimension

240 Vac 20%, 50/60 Hz, Withstand 400 Vac 30 min.
0.5%, IEC62053-21, IEC62053-22

Ib 10A, Imax 100 A

10 mA

-30 to 70 °C inside meter cover

0-95% no condensing

Power line frequency(50/60 Hz), Software configurable to crystal
<0.02%

4 wires Bottom connection

Li/SOCI,, 1000 mAhr

Software configurable pulse rate

IEC1107 Infrared port

RS-485, ZigBee, GPRS, LonTalks PLC

8 Tariff with season, day type, and time-zone seting

llligal access, Abnormal DC, Abnormal Magnetic field, Bypass line,
Zero missing

MeterGen for meter setting, MeterComm for Handheld
communication., 3 level security protection

215mm(W)x135mm(H)x66mm(D)

EM1100-XXX

Type 1 Metering

0 : Standard

1: TOU

2 : TOU with Demand

Type 2 Current sensing
0 : Standard
1 : DC immunity

Type 3 Anti-temper

0 : Basic

1 : Basic + Bypass line detection

2 : Basic + Bypass line + Zero missing detection

EM1100-SWO01 MeterGen programming and Windows communication software.
EM1100-SW02 MeterComm Handheld device communication software
EM1100-CM01 RS-485 communication board

EM1100-CM02 ZigBee communication board

EM1100-CM03 GPRS communication board

EM1100-CM04 LonTalks PLC communication board
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